SPECIFICATION

Item KHRG-500 KHRG-600 KHRG-800 KHRG-1000
Max. grinding diameter 500 mm 19.6in 600 mm 23.6in 800 mm 31.5in 1000 mm 39.4in
Max. Cross-feed travel 400 mm 15.7 in 400 mm 15.7 in 600 mm 23.6in 600 mm 23.6in
Capacity gs";g::e between spindle center g5 1y 236in | 600mm 236in 600 mm 236in 600 mm 236in
?’""aa’;z’:dec:’i:‘zludem 600 kg 1,322Ibs | 700 kg 1,5431bs | 900 kg 1,9841bs | 1100 kg 2,425 Ibs R OTA RY TAB LE S U R FAC E G R I N D E R
Table speed 10~100 r.p.m. 10~50 r.p.m.
Cross-feed \ 1gra. 0.0010.01 mm 0.00005 /0.0005 in
Table MPGx1x10 ‘ 1rev. 0.1/1 0.005/0.05in
Cross-feed auto. increment 0.01~25 mm 0.0005 -1 in
Cross-feed continously feed rate ~ 5~2000 mm/min 0.2 -80 in/min
Wheel Grinding wheel dimension 2400x80x127 mm @16x3.1x35 in
Elevation in-feed 1gra. 0.0010.01 mm 0.00005 /0.0005 in
Spindle/ | MPGXix10 1rev. 0.1/ 0.005/0.05in
Elevation | gieyation raped feed rate 51500 mm/min 0.2 - 60 in/min
Auto down-feed increment 0.001~0.099 mm 0.00005 - 2.5 in
Spindle motor 7.5 kW x 4P 10 HP 11.25 kW x 4P 15 HP
Elevation motor (with brake) 1 (AC Servo) kW 1.3HP 1 (AC Servo) kW 1.3 HP
Motors Table driving motor (with reducer) 2 (AC Servo) kW 2.7HP 3 (AC Servo) kW 4 HP
Coolant motor 0.4 kW 0.5 HP
Cross-feed driving motor 1 (AC Servo) kW 13 HP
Net weight 5000 kg 11,023 Ibs | 5300 kg 11,6851bs | 6000 kg 13,227 Ibs | 6500 kg 14,333 Ibs
Dimension Cross weight | 5500 kg 12,126 Ibs | 5800 kg 12,7871bs | 6500 kg 14,330 Ibs | 7000 kg 15,432 Ibs
Base space 2300x3200x 90.5)(1.26)( 2300x3200x 90.5)(1.26)( 2800x3500x 110)(1:%7.8)( 2800x3500x  110x1 (?7.8)(
2650 mm 104.3in 2650 mm 104.3in 2700 mm 106.3in 2700 mm 106.3in

Remark: The data listed above are only for reference, and the
manufacturer retains the right to change the machine design,

ions and

structure.
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